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1.Product Dimensions
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EFL12-10-FG EFL12-10-FG-M(PIR)
165.5%126.8*43.9 mm 184.3*126.8*51.2 mm
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EFL12-20-FG-M(PIR) EFL12-30-FG/ EFL12-30-TG
213*147.3*51.7 mm 251.7%192.5%45.5 mm
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EFL12-50-FG/ EFL12-50-TG EFL12-50-F6-MIPIR]
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EFL12-150-FG/ EFL12-150-TG EFL12-200-FG/ EFL12-200-TG
435.4*319.5%60.9 mm 493.7*366.3*62.7 mm
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EFL12-20-FG
198.6%147.3*42.7 mm
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EFL12-30-FG-M(PIR)
271.2%192.5%45.5 mm
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EFL12-100-FG/ EFL12-100-TG
352.3*280.2*55.3 mm

406.3 70.2
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EFL12-250-FG/ EFL12-250-TG
EFL12-300-FG/ EFL12-300-TG
580.2*406.3*70.2 mm

2.Installation

Please disconnect the power supply before installation. Live operation is strictly prohibited during installation.
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1. Open two holes of the same size as' A 'in the position specified in the construction drawing and lock the screws.

2. Select the lamp body to adjust the required Angle.

3. Finally, connect the blue line and the brown line to the 'L and 'N' of the mains, Yellow and green grounding wire. Make sure the connection is

correct and then switch on the power.

Green+Yellow “£”

Adjust the bracket

1, Fix the pole mouting adaptor;

2, Use screw to fix the flood light;

3, Connect the wire;

4, Adjust the bracket in need.

3.Maintain figure

1.take apart the front cover
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Remove the screws on the bottom

2.Remove the tempered glass

3.Remove the silicone ring

4.Disassemble the screws on the reflector

5.Disassemble the screws on the PCBA
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